
543 

Federal Railroad Administration, DOT § 230.32 

used is of such quality as to justify a 
higher allowable shearing strength. 

INSPECTION AND REPAIR 

§ 230.29 Inspection and repair. 
(a) Responsibility. The steam loco-

motive owner and/or operator shall in-
spect and repair all steam locomotive 
boilers and appurtenances under their 
control. They shall immediately re-
move from service any boiler that has 
developed cracks in the barrel. The 
steam locomotive owner and/or oper-
ator shall also remove the boiler from 
service whenever either of them, or the 
FRA inspector, considers it necessary 
due to other defects. 

(b) Repair standards. (1) All defects 
disclosed by inspection shall be re-
paired in accordance with accepted in-
dustry standards—which may include 
established railroad practices, or NBIC 
or API established standards—before 
the steam locomotive is returned to 
service. The steam locomotive owner 
and/or operator shall not return the 
steam locomotive boiler or appur-
tenances to service unless they are in 
good condition and safe and suitable 
for service. 

(2) Any welding to unstayed portions 
of the boiler made pursuant to § 230.33 
shall be made in accordance with an 
accepted national standard for boiler 
repairs. The steam locomotive owner 
and/or operator shall not return the 
steam locomotive boiler or appur-
tenances to service unless they are in 
good condition and safe and suitable 
for service. 

§ 230.30 Lap-joint seam boilers. 
Every boiler having lap-joint longitu-

dinal seams without reinforcing plates 
shall have sufficient lagging, jack-
eting, flues, and tubes removed at 
every annual inspection so that an in-
spection of the entire joint, inside and 
out, can be made, taking special care 
to detect grooving or cracks at the 
edges of the seams. 

§ 230.31 Flues to be removed. 
(a) Inspection of the boiler interior. 

During the 1472 service day inspection, 
the steam locomotive owner and/or op-
erator shall remove all flues of steam 
locomotive boilers in service, except as 

provided in paragraph (b) of this sec-
tion, for the purpose of inspecting the 
entire interior of the boiler and its 
bracing. After removing the flues, the 
steam locomotive owner and/or oper-
ator shall enter the boiler to remove 
scale from the interior and thoroughly 
clean and inspect it. 

(b) NDE testing. If the boiler can be 
thoroughly cleaned and inspected with-
out removing the superheater flues, 
and it can be shown through appro-
priate NDE testing methods that they 
are safe and suitable for service, their 
removal may not be required at this 
time. Their removal may be required, 
however, if the FRA inspector, or the 
steam locomotive owner and/or oper-
ator, considers it necessary due to 
identifiable safety concerns. 

§ 230.32 Time and method of inspec-
tion. 

(a) Time of inspection. The entire boil-
er shall completely be inspected at the 
1472 service day inspection. The jacket, 
lagging and any other components 
interfering with the provision of in-
spection access shall be removed at 
this time. Those portions of the boiler 
that are exposed and able to be in-
spected as required by the daily, 
31service day, annual and fifth annual 
inspections shall be inspected at those 
times. The interior of the boiler also 
shall be inspected at each annual in-
spection, after the completion of any 
hydrostatic test above MAWP, and 
whenever a sufficient number of flues 
are removed to allow examination. The 
jacket, lagging and any other compo-
nents shall also be removed to provide 
inspection access whenever the FRA 
inspector, or the steam locomotive 
owner and/or operator, considers it nec-
essary due to identifiable safety con-
cerns. 

(b) Method of inspection—(1) Entire 
boiler. During the 1472 service day in-
spection, the entire boiler shall be ex-
amined for cracks, pitting, grooving, or 
indications of overheating and for dam-
age where mud has collected, or heavy 
scale formed. The edges of plates, all 
laps, seams, and points where cracks 
and defects are likely to develop, shall 
be thoroughly inspected. Rivets shall 
be inspected for corrosion and loose-
ness. 
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